PRODUCT CODE

AMX 17 Aluminum Mini Blind

Horizontal or Vertical | Available in Alabaster

(HORIZONTAL) (AMX) (VNOW., W)

-—-—f"" s \‘ MORE OPTIONS AVAILABLE IN AISLE 39
—% e (NON-CUSTOMIZABLE)

i | -Child safe cordless design

| B | -Blinds can he cut to size in-store
B I8 | -Metal headrail & hottomrail

* . -Hold down brackets included

|  SPECIFICATIONS

B 1 »HEADRAIL »WAND »TAPE ROLLER »BOTTOMRAIL
" Roll Formed steel 1.56” Extruded clear acrylic Hex Injection molded plastic with ANCHORS
| l! \ width x 1.04" height x shape, 0.27" across flats. ladder locking legs. Injection molded plastic.
1 B " 0.018" thickness. »SLAT »TILT ROD
| .‘ »HEADRAIL ENDCAPS painted aluminum 0.006° ploted steel, diameter 0125, o-D DOWN
1 Injection molded plastic. thickness after coating BRACKET .
‘ | l > BOTTOMRAIL x 0.97" width with crown »LADDER Injection molded plastic.
A of 0.079. Woven polyester ladder 0.86
! ' .“ \ Roll formed steel 1.10" »TAPE ROLLER spacing. »II\;'SE[!\IKTEHNG
width x .59 height x .018"
1A | thick SUPPORT PTILTER | Plated Steel, hidden.
l
’ ‘ Injection molded plastic Injection molded plastic
| \( »BOTTOMRAIL J prastic - housing with plastic wand
| | ) with metal roller minimizing hook
\ ! ENDCAPS cord fray. 0OK.
l ! Injection molded plastic.

e

Designer Steel Tilter Bottom Rail of Cordless Control
Headrail Roll Formed Metal Mechanism

MOSCOW & PULLMAN
BUILDING SUPPLY

IN-STOCK CUSTOM-CUT BLINDS

Please allow 48 hour lead time.




